Specifications

Fit Guide

Earphone Type: single full range dynamic driver
Driver Units:
8.5mm dynamic driver
with beryllium pvd diaphragm (9µm)
frequency response: 5-22KHz
spl: 103 dB @ 1K
earphone impedance: 17.4 ohm @ 1K
Earphone connector: beryllium copper mmcx

high fidelity in ear monitors
beryllium pvd dynamic driver
liquid alloy metal housing

Accessories
LITZ WIRE CABLE
silver plated copper litz wire in medical grade pvc jacket
3.5mm stereo plug to custom beryllium copper mmcx
Campfire Audio Marshmallow tips (small, medium, large)
Silicon Earphone Tips (small, medium, large)
+ bonus featured earphone tips (various sizes)
Earphone Clearing Tool, Campfire Audio Pin
Campfire Audio black textured zipper case
with faux shearling lining

Insert Lyra ii into your ear with the cable
facing forward and logo upright. Earphones
are marked ‘L’ for left and ‘R’ for right on
the inward facing wall of the housing. Wrap
cable behind ear once earphone is positioned.

Warranty
Lyra ii includes a 1 year limited liability
product warranty covering defects due to
manufacturing and assembly.
For more information visit
campfireaudio.com/warranty

visit us at campfireaudio.com
designed in portland, oregon usa
assembled in china
using globally sourced components

campfire audio® names and Logos are
protected by US Copyright

Use Instructions

Opening the case of the earphone will damage

Care Instructions

the security seal of the shell and alter the
precision tuning of your earphone. Tamper-
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To remove your earphone cable;

Take care not to drop your earphones. Each

Pull cable in the direction parallel to the

Campfire Audio earphone holds a sensitive

earphone connector.

Avoid pulling the cable

and finely tuned transducer. Sudden shocks

at an angle, as this can damage the mmcx

or impact to the shell can potentially cause

connectors of the cable and/or the earphone.

damage

or
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the

earphone’s transducer.
To remove earphone tips;
Pull the foam tip gently and in a twisting

Damage to the earphone transducers (drivers)

motion as not to damage the inner rubber
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ty protection and are subject to a reason-
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rubber gasket that is soft and can tear.
Please

1 liquid alloy metal shell
2 PVD finish
3 Tuned Port
4 beryllium copper mmcx
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take

extra

care

removing these tips.
gasket

is

compromised

and

Take special care to keep the port holes

If this inner rubber

when

clear of debris and wax. Carefully use the

the

fitting

low

frequency

clearing tool included with your earphones

response will be lost. Obtaining an excel-

to remove build up from the earphone. Take

lent seal ensures the best sound from your

extra care not to push any foreign objects

earphones.

into the canal of the earphone openings.
Avoid moisture build up on the surface and
in the interior of the earphone body.

ing, opening, or altering the shell will
void the warranty of your earphone.
Our

earphones

are

designed

with

battery

powered portable personal audio devices in
mind.

Use

with

devices

connected

to

electrical outlets is not recommended and
could potentially cause damage.
Note that extended listening periods at high
listening levels can negatively impact your
hearing

over

time.

Please

enjoy

your

earphones responsibly.
Questions or comments? Please contact us:
Support@campfireaudio.com

thank you for purchasing lyra ii.
nicely done.

